
NDL Industries

APPLICATIONS  
Commercial, Industrial, and Residential HVAC and Refrigeration

NRC / NA / NB / NC Specifications

Steel Shell Construction (NRC)
Compatible with CFC, HCFC, HFC, and HFO refrigerants.

Multiple Shell Sizes (NRC)
Available in single- and dual-core configurations for varying 
system capacities.

Electroplated Flange (NRC)
Provides enhanced corrosion protection and durability.

Solder Connections (NRC) 

Designed for secure installation in refrigeration systems.

Corrosion Resistant Finish (NRC) 
Oven baked epoxy powder coating with over 500 hours of 

salt spray resistance

Three Core Formulations
Available in standard (NA), high moisture capacity (NC), and 

burnout cleanup (NB) configurations..

Standard Core (NA-48)
80% molecular sieve and 20% activated alumina provide 

balanced moisture and acid removal.

Burnot Cleanup Core (NB-48)
48% molecular sieve, 47% activated alumina, and 5% 
activated carbon provide superior acid, moisture, and 

contaminant removal following compressor burnout..

High Moisture Capacity Core (NC-48)
100% molecular sieve delivers maximum moisture removal 
performance across a wide operating temperature range.

HVAC-R

Replaceable Filter 
Drier Cores & Filters
Replaceable filter drier shells and interchangeable cores for liquid and suction 
line HVACR systems, providing targeted moisture and acid removal.



Replaceable Filter Drier Cores and Filters

HVAC-R

Drying Capacity (NA-48)

MODEL NUMBER 
OF CORES

DRYING CAPACITY KG OF REFRIGERANT

R-134A R-404A / R507A R407C / R410A

24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F

NRC-485S

1 76 72 72 66 75 64

NRC-487S

NRC-489S

NRC-4811S

NRC-4813S

NRC-4817S

NRC-969S

2 152 144 143 133 151 128NRC-9611S

NRC-9617S

Drying Capacity (NB-48)

MODEL NUMBER 
OF CORES

DRYING CAPACITY KG OF REFRIGERANT

R-134A R-404A / R507A R407C / R410A

24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F

NRC-485S

1 48 44 34 40 46 39

NRC-487S

NRC-489S

NRC-4811S

NRC-4813S

NRC-4817S

NRC-969S

2 92 88 68 80 92 78NRC-9611S

NRC-9617S

MODEL NUMBER 
OF CORES

DRYING CAPACITY KG OF REFRIGERANT

R-134A R-404A / R507A R407C / R410A

24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F 24˚C / 75˚F 52˚C / 125˚F

NRC-485S

1 89 85 84 78 88 75

NRC-487S

NRC-489S

NRC-4811S

NRC-4813S

NRC-4817S

NRC-969S

2 178 170 168 156 176 150NRC-9611S

NRC-9617S

Drying Capacity (NC-48)

The drying capacity is based on moisture presence in accordance with ARI-710 standard
Initial ppm: R-134a, R-420A is 1050 ppm
Initial ppm: R-404A, R-507A, R-407C is 1020 ppm
Final ppm: R-134a, R-407C, R-410A, R-404A, and R-507A is 50 ppm

Note: The mentioned capacity is based on the standard conditions. The variation in drying capacity depends on impurities present in the systems.



MODEL
A B ØC ØD

CONN. 
SIZE (E) ID

LIQUID 
FLOW 

CAPACITY 
FOR

22 TONS @
PSIMM IN MM IN MM IN MM IN

NRC-485S 240 9.45 155 6.1

114 4.49” 152 5.98”

5/8" 21

NRC-487S 242 9.53 157 6.18
114 4.49

NRC-489S 244 9.61 159 6.26

NRC-4811S 247 9.72 162 6.38 1-3/8” 61

NRC-4813S 249 9.80 164 6.46 1-5/8” 85

NRC-4817S 256 10.08 161 6.34 2-1/8” 120

NRC-969S 389 15.31 304 11.97 1-1/8" 63

NRC-9611S 392 15.43 307 12.09 1-3/8" 79

NRC-9617S 400 15.75 305 12.01 2-1/8" 120

Replaceable Core Shell Models Available

IN

Temperature Range

•	 -40⁰C to 70⁰C / -40⁰F to 158⁰F 

Maximum Working Pressure

•	 45 BAR (653 PSI)

Replaceable Filter Drier Cores and Filters

@ndlindustries

HVAC-R

Explore our full line of high-quality  
HVAC-R, CO2 Refrigeration, and Hydronic products.

ndlindustries.com  |  1-866-635-6888  |  sales@ndlinc.com
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WEIGHT (LB)

MM IN MM IN MM IN MM IN MM IN

NA-48

95 3.74” 140 5.51” 60 2.36” 45.5 1.75” 105 4.13” 1.79NB-48

NC-48

Activated Core Models Available

FILTER & CORE
SERIES 

Recommended Refrigerants

•	 HCFC, HFC, CFC, HC




